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Laminated timber assembly: The winner in open and pressing time – now it stands at about 1:1
The latest member of the Jowapur® product family is a liquid, one-component PUR prepolymer adhesive for load-bearing timber construction. What had not been possible up to now is actually lowering processing costs in the assembly of laminated timber: Jowapur® 686.70 is characterized by a long open time, accompanied by a very short pressing time.
Detmold.- Even before the LIGNA opens, Jowat AG is sending a winner into the race. The formulation of this adhesive was adapted for processes that are characterized by very large batches (high number of pieces), or where large elements are bonded in the assembly of laminated timber panels, composed of laminates of timber or plywood. The parameters of this adhesive allow long processing times during adhesive application, and comparatively short pressing times. As standard for the bonding of laminated timber, the ratio of open to pressing time depends on several factors: When the moisture content of the wood is 12 %, the glue line is 0.1 mm thick, and the temperature is 20 °C, the resulting ratio of open time to pressing time will amount to about 1:1 – approximately one hour of time for adhesive application and feeding of the press, with a pressing time of roughly 75 minutes. These parameters make processing much more flexible: They open up more working time where it is necessary for quality reasons, and shorten press times where the productivity can be raised and energy savings can be generated. The positive result is that process costs are optimised.

Until now, the ratio between open and pressing time was around 1:3 to 1:4. As a result, the time remaining for adhesive application on large-surface laminated timber, which is the process step crucial for the quality of the end product, was very limited. The time in the press for setting/pressing, however, was comparatively long, with the respective low productivity. The new Jowapur® 686.70 is very different and introduces a new generation of adhesives that combine a high quality of the end product with substantially increased efficiency for the machine. 
Jowat AG will be represented at Ligna 2013 in hall 26/booth B53 and in hall 12/booth B57

Introducing Jowat

Jowat AG with headquarters in Detmold is one of the leading suppliers of industrial adhesives. These are mainly used in woodworking and furniture manufacture, in the paper and packaging industry, for graphic arts, in the textile, automotive as well as in the electrical industry. The company was founded in 1919 and has manufacturing sites in Germany in Detmold and Zeitz, plus four other producing subsidiaries, Jowat Corporation in the USA, Jowat Swiss AG, Jowat Manufacturing in Malaysia, and the Jowat Universal Adhesives Australia Pty. Ltd. in Australia. The supplier of all adhesive groups is manufacturing over 70,000 tons of adhesives per year, with around 840 employees. A global sales structure with 18 Jowat sales organisations plus partner companies is guaranteeing local service with close customer contact 
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